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TECHNICAL SPECIFICATION 
 

PVC Schedule 40 Rigid Conduit 
 
SCOPE 
This specification covers the requirements for Rigid PVC (polyvinyl chloride) Schedule 40 Conduit in 
trade sizes ½" – 8".  This pipe is certified to the Canadian Standards Association (CSA) standard C22.2 
No. 211.2 and Underwriters Laboratories (UL) Standard 651 (8" is not UL certified).   
 
MATERIALS 
The pipe is manufactured from virgin PVC compound. 
 
MARKING 
Pipe markings are as specified in CSA C22.2 No. 211.2 and UL 651. 
 
PIPE 
This product conforms to the FT-4 Vertical Flame Test requirement according to CSA C22.2 No. 211.2 
and No. 211.0, has a rating under UL 651 for 90o C wire (excluding 8") and can be used either above-
ground or underground. 
 
TEST REQUIREMENTS 
Quality testing is as per NAPCO's Quality Control program and in accordance with CSA C22.2 No. 
211.2 and UL 651.  
 
PIPE DIMENSIONS 

Part 
Number 

Nominal Size in, 
(mm) 

Outside Diameter 
(O.D.), in 

Wall Thickness 
(t),  in 

Pipe Length including Bell 
(L), ft 

RC0050 ½ (16) 0.836–0.844 0.109-0.122 

10 or 20 

RC0075 ¾ (21) 1.046-1.054 0.113-0.127 
RC0100 1 (27) 1.310-1.320 0.133-0.149 
RC0125 1¼ (35) 1.655-1.665 0.140-0.157 
RC0150 1½ (41) 1.895-1.905 0.145-0.162 
RC0200 2 (53) 2.370-2.380 0.154-0.172 
RC0250 2 ½ (63) 2.870-2.880 0.203-0.227 
RC0300 3 (78) 3.495-3.505 0.216-0.242 
RC0350 3 ½ (91) 3.995-4.005 0.226-0.253 
RC0400 4 (103) 4.495-4.505 0.237-0.265 
RC0500 5 (129) 5.560-5.570 0.258-0.289 
RC0600 6 (155) 6.620-6.630 0.280-0.314 
RC0800 8 (200) 8.568 – 8.676 0.322 – 0.361 
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